
952X-AT20-AT20-AT20-AT20-IA15-S-COM-US

9520 Series 
Pulse Generator

Number of Channels
2,4, or 8

Output type (per 2 channels)
AT20 - TTL/Adjustable 20V Electrical

AT35 - TTL/35V Electricial Output
L82 - 820nm Optical Output

L130 - 1300nm Optical Output
TZ50 - TTL/Adjustable 50 Ohm Match

TZ35 - TTL 50 Ohm Match/35V Adj Output
AT45 – 4-45V Adjustable Output (4 Ch Max)

Input type
IA15 - Electrical 15V Adjustable Input
IL82 - 820nm Optical Input
IL130 - 1300nm Optical Input
DT15 – Dual Trigger 15V Adjustable Input

Communication package
S - Standard (RS232 & USB)
COM - Upgraded (S, Ethernet, & GPIB)

Power Cord
US - 115V North American Cord
EU - 230V European Cord

Examples

9522-AT20-IL82-S-S-US: 2 channel electrical outputs, 820nm inputs, standard firmware, standard communication, US power cord
9528-AT20-AT20-L82-L82-IA15-S-COM-EU: 8 channel, 4 electrical 4 optical outputs, electrical inputs, standard firmware, upgraded comms, 

European power cord
9524-AT20-AT20-IA15-I-S-US: 4 channel, all electrical outputs and inputs, incrementing firmware, standard communication, US power cord

C
ha

nn
el

s 
1-

2

C
ha

nn
el

s 
3-

4

C
ha

nn
el

s 
5-

6

C
ha

nn
el

s 
7-

8

9520 Series Pulse Generator Part Numbering

Firmware Options
S - Standard 
I – Incrementing (cannot be combined with AT45)
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